	Service/Sub-Service: 
	MODEL RISK ASSESSMENT
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	Process/Activity: Gully maintenance
	Location: Insert your own location   
	Date:

	Describe activity: Gully clearing  
 
	Job Title:
	Name:

	Hazard
	Person/s Affected
	Risk
	Risk level before controls are in place (delete as appropriate)
	Control Measures
	Risk level after controls are in place(delete as appropriate)

	Driving
	Employee
	Contact with other vehicles
	
	MED
	
	Ensure warning beacons are used and Vehicle is in road worthy condition before travel. Appropriate road signs must be used.
	LOW  
	
	

	Pressurised Tank
	Employee
	Personal injury
	
	MED
	
	Follow Safe Working Practice if there is a need to open the tank.

Vehicle to have first-aid kit available.

Ensure staff training
	LOW  
	
	

	Hygiene
	Employee
	Illness / disease
	
	MED
	
	Appropriate PPE must be worn (gloves/coveralls/high vis jacket/protective footwear) and ensure hands are washed before eating.
	LOW  
	
	

	Inability to summon help
	Employee
	Ability to summon help is required
	
	MED
	
	Ensure supervisor knows the route and follow set route. Ensure mobile phone is fully charged before leaving depot.
	LOW
	
	


This is a model risk assessment – you must include further hazards/control measures where applicable











